
Site 1 Romsey Road Description Unit Quantity Cost

Traffic Management
Erect and dismantle traffic safety measures to Chapter 8 
Plan SC7 for single carriageway 50mph or more. Base 
length 100 metres. no. 1 £153.79

Dragons teeth markings Solid area in white reflectorised thermoplastic screed. m2 5.8 £44.37

30mph speed limit roundel 4.3m
Symbol in white reflectorised thermoplastic screed 4.300 
metres high to diagram number 1065. no. 1 £84.28

Red pad to highlight 30mph speed limit roundel

Surface treatment Type 1 red colour Min PSV 70 
aggregate to be calcined bauxite not exceeding 50 
square metres in area (Clause 924SR).Thermosetting 
only (cold applied)(carriageway only). m2 44.3 £997.19

Glasdon gateway 2m wide, 1.3m tall

Glasdon Gateway Standard option, Everwood timber 
grain effect polymer in white, height above ground 
1300mm overall width 2000mm, complete with 3 slats 
and without sign face. no. 1 £769.30

Glasdon gateway 960mm wide, 1.3m tall

Glasdon Gateway Standard option, Everwood timber 
grain effect polymer in white, height above ground 
1300mm overall width 960mm, complete with 3 slats 
and without sign face. no. 1 £541.36

Installation of Glasdon gateway Install Glasdon L-SHAPE GATEWAY (£264.52 + 16%) no 2 £613.69

Subtotal £3,203.98

Plus 20% contingency £640.80
Subtotal £3,844.78

Site 2 Stockbridge Road Description Unit Quantity Cost

Traffic Management
Erect and dismantle traffic safety measures to Chapter 8 
Plan SC7 for single carriageway 50mph or more. Base 
length 100 metres. no. 1 £153.79

Dragons teeth markings Solid area in white reflectorised thermoplastic screed. m2 5.8 £44.37

30mph speed limit roundel 4.3m
Symbol in white reflectorised thermoplastic screed 4.300 
metres high to diagram number 1065. no. 1 £84.28

Red pad to highlight 30mph speed limit roundel

Surface treatment Type 1 red colour Min PSV 70 
aggregate to be calcined bauxite not exceeding 50 
square metres in area (Clause 924SR).Thermosetting 
only (cold applied)(carriageway only). m2 40.13 £903.33

Glasdon gateway 1.5m wide, 1.3m tall

Glasdon Gateway Standard option, Everwood timber 
grain effect polymer in white, height above ground 
1300mm overall width 1500mm, complete with 3 slats 
and without sign face. no. 1 £698.08

Installation of Glasdon gateway Install Glasdon L-SHAPE GATEWAY (£264.52 + 16%) no. 1 £306.84

Subtotal £2,190.69

Plus 20% contingency £438.14
Subtotal £2,628.82

Site 3 Furzedown Road Description Unit Quantity Cost

Traffic Management
Erect and dismantle traffic safety measures to Chapter 8 
Plan SC7 for single carriageway 50mph or more. Base 
length 100 metres. no. 1 £153.79

Dragons teeth markings Solid area in white reflectorised thermoplastic screed. m2 5.8 £44.37

30mph speed limit roundel 4.3m
Symbol in white reflectorised thermoplastic screed 4.300 
metres high to diagram number 1065. no. 1 £84.28

Red pad to highlight 30mph speed limit roundel

Surface treatment Type 1 red colour Min PSV 70 
aggregate to be calcined bauxite not exceeding 50 
square metres in area (Clause 924SR).Thermosetting 
only (cold applied)(carriageway only). m2 40.3 £907.15



Glasdon gateway 960mm wide, 1.3m tall

Glasdon Gateway Standard option, Everwood timber 
grain effect polymer in white, height above ground 
1300mm overall width 960mm, complete with 3 slats 
and without sign face. no. 2 £1,082.72

Installation of Glasdon gateway Install Glasdon L-SHAPE GATEWAY (£264.52 + 16%) no 2 £613.69

Remove 2 no. speed limit signs to store
Take up or down and remove to store traffic sign not 
exceeding 2 square metre in area. no. 2 £16.34

Remove 2 no. village name sign posts and speed limit 
post

Take up or down and dispose off site post not exceeding 
100mm in diameter. no. 3 £33.72

Install 2 new 76mm diameter tubular steel posts
tubular steel post 76mm diameter exceeding 3 metres 
but not exceeding 4 metres in length. no. 2 £155.44

Mount new 30mph speed limit sign and new national 
speed limit sign on new post at mounting height 
2100mm

Permanent non-retroreflective traffic sign as non lit sign 
unit exceeding 0.25 square metres but not exceeding 
0.50 square metres in area. no. 2 £79.98

Mount new village name signs on gateways
Permanent non-retroreflective traffic sign as non lit sign 
unit exceeding 0.25 square metres but not exceeding 
0.50 square metres in area. no. 2 £79.98

Remove from store and mount existing 30mph speed 
limit sign and national speed limit sign on new post at 
mounting height 2100mm

Remove from store and re-erect traffic sign non lit not 
exceeding 0.5 square metres in area on posts or 
supports. no. 2 £26.94

Subtotal £3,278.40

Plus 20% contingency £655.68
Subtotal £3,934.08

Site 4 Winchester Road New Lane Description Unit Quantity Cost

Traffic Management
Erect and dismantle traffic safety measures to Chapter 8 
Plan SC7 for single carriageway 40mph. Base length 100 
metres. no. 1 £145.74

M1 - 30mph speed limit roundel 4.3m
Symbol in white reflectorised thermoplastic screed 4.300 
metres high to diagram number 1065. no. 1 £84.28

Red pad to highlight 30mph speed limit roundel

Surface treatment Type 1 red colour Min PSV 70 
aggregate to be calcined bauxite not exceeding 50 
square metres in area (Clause 924SR).Thermosetting 
only (cold applied)(carriageway only). m2 40.3 £907.15

M2 - SLOW marking
Letters and numerals in white reflectorised 
thermoplastic screed 2800mm high. no. 4 £42.88

Glasdon gateway 960mm wide, 1.3m tall

Glasdon Gateway Standard option, Everwood timber 
grain effect polymer in white, height above ground 
1300mm overall width 960mm, complete with 3 slats 
and without sign face. 0 1 £541.36

Installation of Glasdon gateway Install Glasdon L-SHAPE GATEWAY (£264.52 + 16%) no 1 £306.84

S1 & S2 - unsuitable for HGV signs
Permanent non-retroreflective traffic sign as non lit sign 
unit exceeding 0.50 square metres but not exceeding 
0.75 square metres in area. no. 2 £122.40

S2, S3, S4/S5 & S6 new 76mm tubular steel post
tubular steel post 76mm diameter exceeding 3 metres 
but not exceeding 4 metres in length. no. 4 £310.88

S3, S4, S5 & S6 - farm traffic, junction and peds in road 
warning signs & supplementary plates

Permanent non-retroreflective traffic sign as non lit sign 
unit exceeding 0.10 square metres but not exceeding 
0.25 square metres in area. no. 6 £151.56

Refresh existing give way lines
Intermittent line in white reflectorised thermoplastic 
screed 200mm wide with 600mm line and 300mm gap. m 14 £42.84

Refresh existing cebtre hazard lines (includes site 5)
Intermittent line in white reflectorised thermoplastic 
screed 100mm wide with 4 metre line and 2 metre gap.

m 324 £210.60

Subtotal £2,866.54

Plus 20% contingency £573.31
Subtotal £3,439.84

Site 5 Winchester Road Description Unit Quantity Cost



Traffic Management
Erect and dismantle traffic safety measures to Chapter 8 
Plan SC7 for single carriageway 50mph or more. Base 
length 100 metres. no. 1 £153.79

M1 - 40mph speed limit roundel 4.3m
Symbol in white reflectorised thermoplastic screed 4.300 
metres high to diagram number 1065. no. 1 £84.28

Red pads to highlight 40mph speed limit roundel
Removal of solid area of thermoplastic spray or screed 
by mechanical means or forced air abrasive (shot 
blasting). m2 38 £523.64

Red pads to highlight 40mph speed limit roundel

Surface treatment Type 1 red colour Min PSV 70 
aggregate to be calcined bauxite not exceeding 50 
square metres in area (Clause 924SR).Thermosetting 
only (cold applied)(carriageway only). m2 38 £855.38

Subtotal £1,617.09

Plus 20% contingency £323.42
Subtotal £1,940.51

Site 6 Stockbridge Road New Lane Description Unit Quantity Cost

S1 & S2 - unsuitable for HGV signs
Permanent non-retroreflective traffic sign as non lit sign 
unit exceeding 0.50 square metres but not exceeding 
0.75 square metres in area. no. 2 £122.40

S1, S2 & S3 - new 76mm tubular steel post
tubular steel post 76mm diameter exceeding 3 metres 
but not exceeding 4 metres in length. no. 3 £233.16

S3 - peds in road warning sign
Permanent non-retroreflective traffic sign as non lit sign 
unit exceeding 0.10 square metres but not exceeding 
0.25 square metres in area. no. 1 £25.26

Subtotal £380.82

Plus 20% contingency £76.16
Subtotal £456.98

Site 7 Romsey Road Description Unit Quantity Cost

Traffic Management
Erect and dismantle traffic safety measures to Chapter 8  
Plan SC7 for single carriageway 30mph or less. Base 
length 100 metres. no. 1 £122.94

0
Erect and dismantle additional measures to base lengths 
in increments of 100 metres in Plans SC1, SC2, SC5, SC7

no. 1 £24.27
Remove double bends ahead warning and 2 no. 
30mph speed limit repeater signs to store

Take up or down and remove to store traffic sign not 
exceeding 2 square metre in area. no. 3 £24.51

S1, S2 & S3 new 76mm tubular steel post
tubular steel post 76mm diameter exceeding 3 metres 
but not exceeding 4 metres in length. no. 3 £233.16

S1 & S23 - peds in road warning signs
Permanent non-retroreflective traffic sign as non lit sign 
unit exceeding 0.75 square metres but not exceeding 
1.00 square metres in area. no. 2 £150.72

Remove from store and mount existing double bends 
ahead warning sign on new post at mounting height 
2100mm and 2 no. 30mph speed limit repeater signs 
beneath.

Remove from store and re-erect traffic sign non lit not 
exceeding 0.5 square metres in area on posts or 
supports.

no. 3 £40.41

Subtotal £596.01

Plus 20% contingency £119.20
Subtotal £715.21

Site 8 Romsey Road hill Description Unit Quantity Cost



Traffic Management
Erect and dismantle traffic safety measures to Chapter 8  
Plan SC7 for single carriageway 30mph or less. Base 
length 100 metres. no. 1 £122.94

0
Erect and dismantle additional measures to base lengths 
in increments of 100 metres in Plans SC1, SC2, SC5, SC7

no. 1 £24.27
M1 - Dragons teeth markings Solid area in white reflectorised thermoplastic screed. m2 5.8 £44.37
S1 & S2 - Remove junction warning sign, cycle warning 
sign and no footway sign to store 

Take up or down and remove to store traffic sign not 
exceeding 2 square metre in area. no. 3 £24.51

S1 & S2 - remove existing post
Take up or down and dispose off site post not exceeding 
100mm in diameter. no. 2 £22.48

S1 - road narrows on the left warning sign and 
supplementary plate

Permanent non-retroreflective traffic sign as non lit sign 
unit exceeding 0.75 square metres but not exceeding 
1.00 square metres in area. no. 1 £75.36

S1 & S2 - Install new 76mm diameter tubular steel 
posts (2 at each location)

tubular steel post 76mm diameter exceeding 4 metres 
but not exceeding 5 metres in length. no. 4 £310.88

S3 - Install new 76mm diameter tubular steel post
tubular steel post 76mm diameter exceeding 3 metres 
but not exceeding 4 metres in length. no. 1 £77.72

S1 & S2 - Remove from store and mount existing, cycle 
warning sign (mounting height 1500) and no footway 
sign (mounting height 2460mm)

Remove from store and re-erect traffic sign non lit not 
exceeding 0.5 square metres in area on posts or 
supports. no. 2 £26.94

S3 - Remove from store and mount existing junction 
warning sign (mounting height 2100mm)

Remove from store and re-erect traffic sign non lit 
exceeding 0.5 square metres but not exceeding 2.0 
square metres in area on posts or supports. no. 1 £19.41

S1 - Mount new Road narrows on left sign at 
mounting height 2100mm

Permanent non-retroreflective traffic sign as non lit sign 
unit exceeding 0.25 square metres but not exceeding 
0.50 square metres in area. no. 1 £39.99

S2 - Mount new Road narrows on right sign at 
mounting height 1800mm

Permanent non-retroreflective traffic sign as non lit sign 
unit exceeding 0.25 square metres but not exceeding 
0.50 square metres in area. no. 1 £39.99

Install new dashed carriageway edge markings - diag 
1010

Intermittent line in white reflectorised thermoplastic 
screed 150mm wide with 1 metre line and 1 metre gap.

m 37 £37.74
Install new continuous carriageway edge markings - 
diag 1012.1

Continuous line in white reflectorised thermoplastic 
screed 150mm wide. m 225 £229.50

Cut back verge to boundary Rural hedge cutting hand cut hedges. m2 25 £30.74

Subtotal £1,126.84

Plus 20% contingency £225.37
Subtotal £1,352.21

Site 9 Romsey Road school markings Description Unit Quantity Cost

Traffic Management to Plan SC3: “Give and take” 
system on a single carriageway road with a permanent 
speed limit of 30

Erect and dismantle traffic safety measures to Chapter 8 
Plan SC3 for single carriageway 30mph or less. Base 
length 50 metres. no. 2 £125.60

Preformed School marking
Preformed 'children' TSRGD NP545RM size 4040mm x 
1600mm no. 2 £0.00

Subtotal £125.60

Plus 20% contingency £25.12
Subtotal £150.72

Subtotal £18,463.16
CFI Fees £2,450.00

TOTAL £20,913.16

Detailed design deposit.



The amount due is 50% of the estimated professional fees charge. The remaining 50% will be charged on completion of the works.

Professional Fees charges:

Actual construction and/or installation costs 
(excl VAT)

Fees charge

Under £500 £175
£500-£1000 £350
£1000-£1500 £525
£1500-£2000 £700
£2000-£2500 £875
£2500-£3000 £1,050
£3000-£3500 £1,225
£3500-£4000 £1,400
£4000-£4500 £1,575
£4500-£5000 £1,750
£5000-£5500 £1,925
£5500-£6000 £2,100
£6000-£6500 £2,275
£6500-£7000 £2,450


